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1. CONTRACTOR SHALL MILL BEFORE PATCHING. (A)  HOT-MIX ASPHALT SURFACE COURSE, 1 3/4" - 2 1/2" (1) HOT-MIX ASPHALT SURFACE COURSE. MIX "D“, N50 - 1 1/2"
HOT-MIX ASPHALT SURFACE COURSE, 1 - 1 3/4" (2)  AREA REFLECTIVE CRACK CONTROL TREATMENT
HOT-MIX ASPHALT MIXTURE REQUIREMENTS (C)  HOT-MIX ASPHALT SURFACE COURSE, 1/2" - 1 3/4" (3)  LEVELING BINDER (MACHINE METHOD), N50 - 1
e e (D)  AREA REFLECTIVE CRACK CONTROL TREATMENT (PETROMAT) (4)  CLASS D PATCHES, TYPE I - 1V, 4-INCH
VIXTURE TYPE voIDS ) HOT-MIX ASPHALT BINDER COURSE, 1 3/4” - 2 (5)  CLASS D PATCHES, TYPE I - 1V, 6-INCH
pe— (F)  HOT-MIX ASPHALT BINDER COURSE, 1 1/2” - 5 1/2" (6)  PORTLAND CEMENT CONCRETE SIDEWALK 5 INCH
(G)  CRUSHED LIMESTONE, 12 1/4" - 17 1/4" (7)  COMBINATION CONCRETE CURB AND GUTTER REMOVAL AND REPLACEMENT
| HOT-MIX ASPHALT SURFACE COURSE, MIX "D, NSO (L-9.5mmy; 1 172 4% @ 50 GYR. (H)  CRUSHED AND UNCRUSHED GRAVEL, 8 1/2“ - 16 1/2" AGGREGATE BASE COURSE, TYPE B 4"
LEVELING BINDER (MACHINE METHOD), N5O, (IL-9.5mm}; 17 47 @ 50 GYR. (D COMBINATION CURB AND GUITER. TYPE B-6.(2
DRIVEWAYS (K)  COMBINATION CURB AND GUTTER, TYPE M-4.12 LEGEND NOTES:
HOT-MIX ASPHALT SURFACE COURSE. MIX "C" NSO (IL-3.5mm); 2" & @ 50 GYR. (L EXISTING SIDEWALK ' 1 SIDEWALK REMOVAL AND REPLACEMENT TO BE DETERMINED BY THE ENGINEER
HMA BASE COURSE (HMA BINDER IL-19 mm) CE -8” 4% @ 50 GYR. AGGREGATE BASE COURSE : ONLESS OTHERWISE SHOWN. ,
PATOHING % EXISTING SUB-GRADE 2. CURB AND GUTTER REMOVAL AND REPLACEMENT TO BE DETERMINED BY THE
CLASS D PATCHES (HMA BINDER IL-19 mm); TYPE I - IV - 4~INCH, ‘TYPE I - IV - 6-INCH 4% @ 70 GYR. (©  GRoUND SURFACE ENGINEER, UNLESS OTHERWISE SHOWN.
HOT-MIX ASPHALT SURFACE REMOVAL, 2 1/2"
[R|  COMBINATION CONCRETE CURB AND GUTTER REMOVAL AND REPLACEMENT
THE UNIT WEIGHT USED TO CALCULATE ALL HOT-MIX ASPHALT SURFACE MIXTURES IS 112 LBS/SQ. YD./IN SIDEWALK REMOVAL
FOR “AC TYPE” AND “PERCENT RAP’ SEE DISTRICT ONE SPECIAL PROVISIONS. AGGREGATE BASE COURSE REMOVAL (NOT PAID FOR SEPARATELY)
% ITEM TO BE REMOVED
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